STATE OF IDAHO )
DIVISION OF
2 24Jp ENVIRONMENTAL QUALITY

1410 Nerth Hitton = Boise, ldaho 837081255 « (208) 373.0502 Dirk Kempthorne, Governor
C. Stephan Allred, Administrator

July 23, 1899
CERTIFIED MAIL #Z 273 659 310

John D. Hatfieid, President

Soda Springs Phosphate, Incorporated
720 East industrial Plaza .
Soda Springs, Idaho 83276

RE: Soda Sp{ings‘--Phosphate, Inc. {(Soda Springs) - #9506-073-2
Amendment to Tier Il Operating Permit (#029-00008)

Dear Mr. Hatfield:

The Idaho Department of Health and Welfare, Division of Environmental Quality (DEQ) received
a request to modify your existing Tier [| Operating Permit (OP) #029-00008 on December 16,
1998. On January 13, 1999, the application was declared complete. A public comment period
was held from April 22, 1999 to May 21, 1999. No comments were received,

Based on review of the application, and all applicable state and federal rules and regulations,
DEQ finds this project meets the provisions of IDAPA 16.01.01.400 (Rules for the Control of Air

Pollution in Idaho). Therefore, enclosed is your revised Tier il OP (#029-00008) for the emission
sources that exist at the facility. -

If you have any questions regarding the terms or conditions of the enclosed permit, please
contact Susan J. Richards, Air Quality Permit Program Manager, at (208) 373-0502,

Sincerely,

(%y,d{( 1 b
Orville D. Green

Administrator
State Air Program

COGSJRVIRLAs  GMHAWAQPBIOPTER 2S0DASPRIESP.M 2CO

Enclosure

cc. M. Lowe, Pocatello Regional Office
Source File (#029-00008)
COF
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PERMIT NUMBER

0j2]e]-|ojojofo]s
STATE OF IDAHO AGCR cLass sic
AIR POLLUTION 0l6]1 Al2 2181] g
OPERATING PERMIT

ZONE UTM COORDINATE (km)

GENERAL INFORMATION 1)1 4lslz2]. __g] 4171214 ,E]

1. PERMITTEE

3. MAILING ADDRESS TELEPHONE # COUNTY
PO Box 578 {208) 547-3484 Carbouy

4. ({181 STATE ZIP CODE
Soda Springs idaho 83276

5, PERSON TO CONTACT TITLE
John Hatfield President

6. EXACT PLANT LOCATION

aza North Sid

1. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS

- This permitis issued according to the Rules for the Control of Air Pollution in jdaho, Section
16.01.01.400 and periains only to emissions of air contaminants which are regulated by the State of
idaho and to the sources specifically allowed to be operated by this permit.

THIS PERMIT HAS BEEN GRANTED ON THE BASIS OF DESIGN INFORMATION PRESENTED IN
THE APPLICATION AND DEGQ'S TECHNICAL ANALYSIS OF THE SUPPRLIED INFORMATION.
CHANGES IN DESIGN OR EQUIPMENT, THAT RESULT IN ANY CHANGE IN THE NATURE OR
AMOUNT OF EMISSIONS, MAY BE A MODIFICATION, MODIFICATIONS ARE SUBJECT TO :
DEPARTMENT REVIEW IN ACCORDANCE WITH SECTION 16.01.01.200 OF THE RULES FOR THE
CONTROL OF AIR POLLUTION IN IDAHO,

ISSUED DATE July 23, 1989

Dol D. e

ADMINISTRATOR, STATE AIR QUALITY PROGRAM EXPIRATION DATE _April 12, 2001
DIVISION OF ENVIRONMENTAL QUALITY

T
FRiLths  GIAHWAAQPBIOMTIER DZSODASPRASSP-MPW
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AR POLELUTION OPERATING PERMIT )
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Soda Springs Phosphate, Incomporated lol2fs]-Jolo]o]o]e]
Tier H Revised Operating Permit )

Soda Springs, Idaho

The Permittee is hereby aillowed 1o operate the equipment described herein subject {0 the emission
limits and mondtoring and reporting requirements specified in this permit.

SOURCE

1.

Bryer/Cooler Scrubber Stack

14

1.2

1.3

24

2.2

23

2.4

EMISSIONS LIMITS

Particulate matter (PM) with an aerodynamic diameter less than or equal to a nominal ten {10)
micrometers (PM-10), suifur dioxide (80,), oxides of nitrogen (NQ,), carbon monoxide (CO), and
volatile organic compound (VOC) emissions from the Scrubber Stack shall not exceed the
corresponding emissions fimits fisted in Appendix A of this permit,

Visible emissions from the Scrubber Stack shall not exceed twenty percent (20%) opacity for a period
or periods aggregating more than three (3) minutes in any sixty (60} minute period as required by

IDAPA 16.01.01.625 (Rules for the Contro| of Alr Pollution in idaho).

Visibie fugitive emissions from the pug mill and the granulator shall not be observed leaving the
property boundary exceeding a period or periods aggregating more than three (3) minutes in any sixty
(60) minute period. This visual determination is to be conducted using Method 22, as described in 40
CFR Part 60, Appendix A,

OPERATING REQUIREMENTS

Product Throughput
The fertilizer throughput from the facility shall not exceed a maximum of 12.2 tons per hour (T/hr).
Wet Scrubber

2.2.1 Pressure drop across the wet scrubber shall be maintained within the limits recorded during

the most recent source test which demonstrates complance with the limits listed in Appendix
A of this permit,

222 Water flowrate to the wet scrubbers shali be greater than or equal to the flowrate recorded
during the most recent source test, which demonstrates compliance with the limits listed in
Appendix A of this permit,

Prver Temperature

The temperature of the dryer shall not exceed the temperature recorded during the most recent source
test, which demonstrates compliance with the limits listed in Appendix A of this permit.

Control System

The two (2) dry cyclones, the wet cyclonic scrubber and the three (3) stage wet scrubber, shall be
connected in series. The control equipment shall be operated at all times while the facility is operating.

—

ISSUED DATE: Y 23 1999
EXPIRATION DATE: ABRIE § 1

TRLIE G AHWAGPBIOP\TIER 2 ODASPRISSP.M PMT
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ﬂ SOURCE

AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Soda Springs Phosphate, Incorporated felz]s}-jolojo]o]a]
Tier H Revised Operating Permit
Soda Springs, daho

The Permittee is hereby aliowed to operate the equipment described herein sublect 1o the emission
limits and monitoring and reporling requirernents specified in this parmit.

Il DryeriCooler Scrubber Stack

2.5

llation of Monitoring Equi I

The Permittee shall install, calibrate, maintain, and operate, in accordance with manufacturer's
specifications, equipment 10 continuously measure the pressure differential across the air poliution
control equipment, the scrubbing media flowrate to the wet scrubber system, and the temperature of
the dryer. ’

3. MONITORING AND RECORDKEEPING REQUIREMENTS

31

3.2
33
34

3.5

The following parameters shall be recorded on a daily basis and during any visible emissions
svatuations performed in accordance with Section 3.4 of this permit, All data shall be kept on-site, in
a log, for a pedod of twa (2) years and made available to DEQ representatives upon request.

3.1.1  Pressure drop across the wet scrubber system.

3.1.2  Scrubbing media flowrate to the wet scrubber system,
3.1.3  Amount of fresh water flowrate to the wet scrubber system.
3.1.4 The temperature of the dryer.

3.1.5 For each of the above, documentation shall be kept on-site, in a log, for a period of two (2)
years and made available to DEQ representatives upon request,

The amount of natural gas combusted by the dryer shall be recorded annually.
The fertilizer throughput of the facility shall be monitored and recorded on an hourly basis.

Monthly visible emission evaluations shall be performed on the scrubber stack and recorded by a
cerified opacity reader foliowing the procedures outlined in IDAPA.16.01.01.625 (Rules for the Control
of Alr Poliuion in Idaho). All data shall be kept on-site, in a log, for & period of two (2) years and made
available to DEQ representatives upon request.

Performance Test

Within ninety (60) days of the issuance of this permit, the Permittee shall conduct a performance test
on the scrubber stack o demonstrate compliance with the PM iimits isted in Appendix A and al] other
requirements of this permit. The performance test shall be performed at the maximum rate of the
process and in accordance with Section 157. Visible emissions shall be observed and recorded
concurrently with the emission test. In addition, visible emission determinations shall be performed at
the properly boundary. The pressurse drop across the wet scrubber systern, scrubbing media flowrate,
fresh water flowrate, drver terperature, and feriilizer throughput shall be continuously monitored and
recorded during the ernigsion test in order to set the parameters required in Section 2 of this permil.

ISSUED DATE: JSULY 23, 1988
EXPIRATION DAYE: ARRIL 12 1

TRLhs  GAHWWAOPBIOPTIER ASQOUASPRISSP-MPMT
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOGATION PERMIT NUMBER
Soda Springs Phasphate, Incorporated [o]2]s]-lololo]o]s
“Fier 1l Revised Operating Permit

Soda Springs, idaho

‘rhe Parmittee is hereby aliowed io operate the equipment described herein subject to the emission
tirnits and monitoring and reporting requirernents specified in this permit,

SOURCE

Oryer/Cocler Scrubber Stack

The Permifiee shall submit a protocol for the performance test to DEQ for approval at least thirty (30)
days prior io the test date,

The Permitiee shall submit a written report of the performance test to DEQ within thirty (30) days after
performing the test.

ISSUED DATE: JULY 23 1808
EXPIRATION DATE: APRIE 12 2001

TRLAs  GMHWWOPEBOPTTIER ASODASPRISSF-M PMT



Fage S of 10

SOURCE

The Permittee s hereby aliowed to operate the equipment described herein subject to the emission
limits and rnonitoring and reporting requirements specified in this permit.

AIR POLLUTION OPERATING PERMIT '
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Soda Springs Phosphate, incorporated lo|2]s}-{olo]o]o]s]
Tier Il Revised Operaing Permit
Soda Springs, idaho

Product Screen'ﬁ, Conveg%gl and MHH@

1. EMISSION LIMITS

1.1

1.2

2.4

Pariculate matier (PM) and particulate matter with an aerodynamic diameter less than or equalfo a
nominal ten (10) micrometers (PM-10) emissions from Product Screening, Conveying, and Miling shall
not exceed the corresponding emissions limits listed in Appendix A of this permit.

Visible emissions from the Product Screening, Conveying, and Milling shall not be observed leaving
the properly boundary exceeding a period of periods aggregating mere than three (3) minutes in any
sixy (60} minute period. This visual determination is to be conducted using Method 22, as described
in 40 CFR Part 60, Appendix A,

OPERATING REQUIREMENTS

Emissions generated from the Product Screening, Conveying, and Milling shall be reasonably
controlled in accordance with IDAPA 16.01.01.850 (Rules f Con f Abr fon |

Some of the efficient and reasonable contrals may include, but shall not be limited to, the following:
2.1 Use of water or environmentally safe chemicals;
2.1.2 Application of dust suppressants; and

21,3 Use of control equipment.

3. MONITORING AND RECORDKEEPING REQUIREMENTS

34

3.2

The following parameters shall be recorded and kept on-site. Any changes shall be recorded in a log
and kept on-site for a period of two (2) years and made available fo DEQ representatives upon request.

3.t.1 Brand name and chemicai composition of the dust suppressant used.

3.1.2  Dilution ratio (velume of water: volume of dust suppressant) used.

3.1.3  Application intensity (gal/day) of the dust suppressant solufion,

3.1.4 Facility plot plan illustrating the treated areas.

The Permittee shall add a column {0 their daily audit log and record the number of dust suppressant

applications on a daily basis. All data shall be kept on-site for a period of two (2) yvears and made
available to Department representatives upon request,

ISSUED DAYE: Y

SYLY 23, 1989
EXPIRATION DATE: APRIL 1 4

TRihs GCWHWIRGPBOPMTIER \SCDASPRISSP-M.PMT
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SOURCE

AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECY, AND LOCATION PERMIT NUMBER

Soda Springs Phosphate, incorporated jol2ls]-Jojofo]o|s]
Tier If Revised Operating Permit
Soda Springs, idsho

‘The Permittee i3 hereby allewed {0 operate the equipmant described herein subject 1o the emission
lirmits and monitoring and reporting requirements specified in this permit,

Cre k.h"ukmdingE Cre F’iiéngE Stm’les! and Cre Feading

1. EMISSION LIMITS

1.1

Particu!éte matter {(PM) and particulate matter with an aerodynamic diameter jess than or equaito a
nominal ten (10) micrometers (PM-10) emissions from Ore Unloading, Ore Piling, Stockpiles, and Ore
Feeding shall not exceed the corresponding emissions Bimits listed in Appendix B of this permit.

1.2 Visibie fugitive emissions from Ore Unloading, Ore Filing, Stockpiles, and Cre Feeding shall not be
observed leaving the property boundary exceeding a period or periods aggregating more than three
(3) minutes in any sbdy (60) minute period. This visual determination is to be conducted using Method
22, as described in 40 CFR Part 60, Appendix A.

2. QPERATING REQUIREMENTS

21 Fugitive emissions generated from Ore Unidadfng, Ore Piling, Stockpiles, and Ore Feeding shall be
reasonably controlled in accordance with IDAPA 16.01.01.650 (Rules { ntrol of Air Poliuti
inidaho).
Some of the efficient and reasonable controls may include, but shall not be limited to, the foliowing:
2.1.1 Use of water or environmentally safe chemicals;
2.1.2 Application of dust suppressants; and
2.1.3 Use of control equipment.

3 MONITORING AND RECORDKEEPING REQUIREMENTS

3.1 The following parameters shall be recorded and kept on-site. Any changes shall be recorded in a log
and kept on-site for a period of two (2) years and made available to DEQ representatives upon request,
3.1.1  Brand name and chemical composition of the dust suppressant used.
312 Dilution ratio (volurme of water: volume of dust suppressant) used.
3.1.3  Application intensity {(gal/day) of the dust suppressant solution.
3.1.4 Facility plot plan liustrating the {freated areas, |

a2 The Penmittee shall add a column to their daily audit log and record the number of dust suppressant

applications on a daily basis. All data shall be kept on-site for a period of two (2) years and made
available to Department representatives upon request.

ISSUED DATE: JULY 23, 1868
EXPIRATION DATE: APRIL 12 2004

TRLhs  GMHWWOPBIOMTIER 2SODASPRISSP-M PMT
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AR POLLUTION OPERATING PERMIT -

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Soda Springs Phosphate, incorporsted Ialzigl.|g|e|o|9|3|
Tier I Revised Operating Permit
Soda Springs, kdaho

‘The Permiftee is hereby allowed to oberaie the equipment described hereln subject to the emission
timits and monitoring and reporting requirements specified in this permil.

SOURCE

Il Product Loadi@

1. EMISSION LIMITS

1.1

1.2

Particulate matter (PM} and particulate matter with an aerodynamic diameter less than or equalio a
nominat ten (10} micrometers (PM-10) emissions from the Product Loading operation shall not exceed
the corresponding emissions limits fisted in Appendix B of this permit,

Visible fugitive emissions from the Product Loading operation shall not be observed leaving the
property boundary exceeding a period or periods aggregating more than three (3) minutes in any sixty
(€0} minute period. This visual determination is to be conducted using Method 22, as described in 40
CFR Part 60, Appendix A.

2. OPERATING REQUIREMENTS

2.1

Fugitive emissions generated from Product Loadmg sha%! be reasonabiy controlied in accerdance with

IDAPA 16.01.01.650 {Rules

Some of the efficlent and reasonable controls may include, but shall not be limited to, the following:
2.1.1  Use of water or environmentally safe chemicals;

2.1.2  Application of dust suppressants;

2.1.3  Use of control equipment; and

2.1.4  Covering of trucks.

3. MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

32

The following parameters shall be recorded and kept on-site. Any changes shall be recorded in a log
and kept on-site for a period of two (2) years and made available to DEQ representatives upon request.

3.1.1  Brand name and chemical composition of the dust suppressant used.

3.1.2  Dilution ratio (volume of water: volume of dust suppressant) used, 4

3.1.3  Application intensity (gal/day) of the dust suppressant solution.

314 Facility plot pian Blustrating the treated areas. _

The Permittee shail add a column to their dally audit log and record the number of dust suppressant

applications on a daily basis. Al data shail be kept on-site for 2 period of two (2) yvears and made
available to Depariment representatives upon request,

ISSUED DAYE: Y
EXPIRATION DATE: APRH 1

TRELhs  GMHWWOPBWOPTIER 2ISODASPRASEP.MPMT




Page 80f 10

Al POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Soda Springs Phosphate, incorporated [ol2]e]-jolofafo]s]
Tier I} Revised Operating Permit

Soda 5prings, idaho

The Permitiee is heteby aliowed to operate the equiprment described herein sublect to the emission
hirmits and monitoring and reporting requirements specified in this permit.

SOURCE

“ Appendix A

Appendix A
Soda Springs Phosphate, Incorporated - Soda Springs

Hourly {ib/hr) and Annual {Tiyr) Point Source Emissions Limits®

a. As determinéd by a pollutant specific U.S. EPA reference method, DEQ approved alternative, or as determined
by DEQ's emission estimation methods used in the permit application analysis.

ISSUED DATE; JULY 23, 1899
EXPIRATION DAYE: APRIE 1 1

TRLihs  GIAMWAQPBIOP\TIER 21SODASPRISSP-M PMT
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AR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Soda Springs Phosphate, Incorporated lol2]s]-JofoTofo]s]
“Tier Il Revised Operating Permit

Soda Springs, idaho

The Perimittee is hereby allowed to operate the equipment described herein subject to the emission
limiis and monitoring and reporting requirements specifiad in this permit.

SQURCE

Appendix B

Appendix B

Soda Springs Phosphate, incorporated - Soda Springs

Hourly {ibfhr} and Annual {T/yr) Area Source Emissions Limits®

Cre Unloading, Piing, e 175 e 072 — — e —_—
Stockpiles, Feeding
-Broduet L aading s 258 S W . I = R
a. As determined by a pellutant spediiic U.S. EPA reference method, DEQ approved alternative, or as determined

by the DEQ's emission estimation methods used in the permit application analysis.

ISSUED DATE: JULY 73, 1999
EXPIRATION DATE: ABRIL 12, 2001

TRLAs  GIAMWWOPBOP\TIER ZSODASPRISSH.M.PMT
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FACILITY PERMIT NO. 028-00008

TIER il OPERATING PERMIT GENERAL PROVISIONS

Al emissions authorized herein shall be consistent with the terms and conditions of this permit. The emission of any polutant
inn excess of he imitalions specified herain, or noncompkance with any other condition or lirnitation contained in this permi,
shall constitute 2 violation of this permit and the Rules for the Control of Air Pollution in idahe, and the Environmental
Protection and Health Act, Idaho Code 39-101 et seq.

The Permittee shail at all times {except as provided in the Rules for the Control of Air Poliution in idaho) maintain and
operate in geod working order all freatment or control faciities or systems installed or used to achieve compiiance with the
terms and conditions of this permit and other applicable laws for the control of air poliution. '

The Permittee shall aflow the Director, and/or his authorized representativels}, upen the presentation of credentials:

1} To enter upon the Permiltee’s premises where an emission source is located, or in which any records are required
to be kept under the terms and conditions of this permit; and

2} At reasoniable times 10 have access to and copy any records required to be kept under the terms and conditions
of this permit, t inspect any monitoring methods required in this permit, and to require stack emission testing {Le.,
gy;ezfcmgme tests} in conformancge with state approved or accepted ERA procedures when deemed approprate

the Director.

Except for data determined to be confidential under Section 9-3424, idaho Code, ali reports prepared in accordance with
the terms of this pgrmit shall be available for public inspection at the approprate regional office of the Division of
Environmental Guality.

Nothing in this permil is intended to relieve or exempl the Permiftee from compliance with any appiicable federal, state, or
jocal law or regulation, except es specifically provided herein,

in the event of any change in control or ownership of source(s) from which the authorized emigsions emanate, the Permittee
shal notify the succeeding owner or controller of the existence of this permit by letter, a copy of which shall be forwarded
to the Director, o

This permi shall ba renewable on the expiration date, provided the Permittes submits any and all information necessary for
the Director to determine the amount and type of aif poliutants emitted from the equipment for which this permit is granted.
Fgﬁ;rg to submit such information within sidy (80} days after receipt of the Director's request shall cause the permit to be
voided.

The Director may require the Permittee to develop a list of Operation and Maintenance Procedures to be agproved by DEQ.
Such bst of procedures shall become a parf of this permit by reference, and the Permittee shall adhere to alf of the operation .
and mainienance procedures contained therein, ’

Performance tests (i.e.; air emission source tests) conducted pursuant to testing requirements in this permit must be
conducted in accordance with IDAPA 16.01.01.157, Such testing shall not be conducted on weekends or state holidays
uniess the Permittee obtains prior DEQ approval.

‘The Permittee shall submit & proposed test date for each performance test required by this permit to DEQ for approvai at
_least fifteen {15} days prior 1o each respective test date {including each test date for periodic tests such as, for example,
annual fests), The Permitiee shall promptly notify DEQ of any change in the proposed test date and shall provide at least
five (g) working days advanced notice prior to conducting any rescheduled test, unless DEQ approves a shorter nofice
perind. :

Within thirty (30} days of the date on which a performance test required by this permit is concluded, the Permittes shalt
submit fo DEQ a performance test report for the respective test. The performance test report shak include any and alf

process operating data required to be recorded during the test period as well as the test results, raw test data, and associsted
documnerntation,

The maximum afiowable source operating rate shaf be fimited to 120% of the average operating rate attained during the most
recent performance test conducted pursuant to this permit, for which a test protocol has been granted prior approval by
DEQ, which demonstrated compliance with the respective pollutant emission limit unless; (1) a more restrictive operating fmit
3 sgeciﬁed iseﬂhefe in this permit or, (2} at such an operating rate, emissions would exceed any emission fimit{s} set forth
in this permi

The provisions of this permit are severable; and If any provision of this permit to any circumstance is held invalid, the
application of such provision to other circumstances, and the remainder of this permit shall not be affected theteby.

ISSUED DATE: JULY
EXPIRATION DAYE: APRHL 127 2001

TRLhs  GAAHWWOPE\OPTIER DSCDASPRASSP.MPMT
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